Fluid Flow Velocity at a Wall

Alexander J. McDonald
Joseph Henry Laboratories, Princeton University, Princeton, NJ 08544
(June 24, 2002)

1 Problem

Discuss the conditions for which the usual approximation holds that the velocity of fluid flow
relative to a boundary is zero.

To be specific, consider the flow of a fluid of viscosity i in a cylindrical tube of radius
ro and length L when pressure AP is applied between the ends of the tube. Deduce the
drag force per unit area on the boundary wall, and compare this with a simple model for
the binding of fluid molecules to that wall.

2 Solution

An argument related to the following has been given in sec. 331 of Lamb’s Hydrodynamics.
The viscous drag force per unit area on the wall is given by
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where p is the viscosity, and the velocity profile in laminar flow is parabolic:
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For laminar fluid flow, Poiseuille’s equation relates the flow rate to the pressure gradient,
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For the parabolic velocity profile (2), the average velocity is given by

" Vo 1—:—; 27r dr
v=" (1= %) -2 (5)

7rd

Combining egs. (3)-(5), we have
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independent of the fluid viscosity!



We now estimate the sticking pressure F'/A of molecules to the wall by supposing that
the molecules have characteristic length of 1 Angstrom = 107! m and binding energy to
the wall of, say, 0.1 eV ~ 10720 J. We suppose that the molecule must be displaced by ~ 1
Angstrom to break the bond, so
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For pressure gradients of order 1 atmosphere = 10° N/m?, the viscous drag force would be
sufficient to keep molecules from sticking to the wall only if
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However, in almost all mechanical or biological systems r/L is less than one. Hence, we
conclude that viscous drag is far from being able to dislodge those fluid molecules that stick
to the wall, and the usual assumption of zero relative velocity of a fluid next to a wall is
valid.

Since the sticking pressure between adjacent molecule of the fluid is similar to that
between fluid molecules and the wall, we also conclude that viscous drag forces during
ordinary fluid flow will not result in tearing or cavitation. However, the latter can and does
occur when the fluid velocity is high enough that the pressure in the fluid goes negative,
according to Bernoulli’s law,

1
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In particular, a moving wall, such as a ship’s propellor, with velocity v will cause the local
fluid velocity to be v also, with the consequence that the local pressure is reduced. In water,
we see that cavitation can occur when v > /2P/p ~ 15 m/s near the surface, or v 2 20 m/s
at depth h = 10 m below the surface, etc. This argument is oversimplified in that a fluid can
sustain a negative pressure without tearing, particularly if the fluid is static. For example,
very pure water in a centrifuge with highly polished walls can sustain negative pressures up
to several hundred atmospheres. But in turbulent flow, as near a ship’s propellor, the simple
model above gives reasonable guidance.



